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MATERTAL: SAFETY DATA SHEET

WCS 5175 CORROSION/SCALE INHIBITOR

COMPANY NAME............. JACAM CHEMICALS, L.L.C.

EMERGENCY PHONE NUMBER... CHEMTREC B800/424-9300

EFFECTIVE DATE........... 03/12/2007, Original issue

REVISED DATE. ... .vuveunnn None, Not Applicable (N/A)

PRODUCT IDENTIFIER....... WCS 5175

TRADE NAME. ........cov0... WCS 5175 CORROSION/SCALE INHIBITOR
CHEMICAL FAMILY........ .. NEUTRALIZED AMINES AND ORGANIC ACID
CHEMICAL FORMULA......... PROPRIETARY INFORMATION

HAZARDOUS INGREDIENTS HAZARDOUS TLV (Units) HAZARDOUS
INGREDIENT INGREDIENT
PERCENT CAS/NA/UN

NUMBERS
AMINO METHYLENE
PHOSPHONIC ACID % Not Established (N/E) *x
METHANOL* *% 200ppm (skin) 67-56-1
*SARA TITLE III **Proprietary Data

Sec. 313 Chemical

All Ingredients TSCA-
listed or exempt

SECTION III - PHYSICAL DATA
BOILING POINT............ Not Determined (N/D)
FREEZING POINT........... -25 deg. F
VOLATILITY/VOL(%)........ N/D
MELTING POINT............ Not Applicable (N/A)
VAPOR PRESSURE........... N/D
VAPOR DENSITY (air=1).... N/D
SOLUBILITY IN H20........ Complete
ODOR AND APPEARANCE...... Alcohol odor/Amber liquid
SPECIFIC GRAVITY......... 1.06 - 1.09
EVAPORATION RATE......... N/D
)2 (N 3 -4
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ACUTE OVER
EFFECTS. ..

WCs

EXPOSURE

..............

SPECIFIC FIRST AID

PROCEDURES

03/15/2007

..............

MATERTAL SAFETY DATA SHEET

5175 CORROSION/SCALE INHIBITOR

SKIN: Acidic material. Contact may cause irritation,
possibly severe, or burns. Symptoms may include
cracking, redness, blistering. Pre-existing skin
disorders may be aggravated by exposure. Skin
absorption with toxic effects is possible.

EYES: Irritation, redness, burning, stinging,
tearing. Contact with liquid may cause severe damage.
Exposure may aggravate pre-existing conditions of the
eyes.

INHALATION: Irritation of respiratory tract, chest
discomfort, mucous membrane irritation, coughing,
difficulty breathing, Central Nervous System
depression, visual disturbances including blindness,
pneumonitis, pulmonary edema. Concentrated exposure
may cause symptoms of lack of oxygen, leading to
collapse, death. Exposure may aggravate pre-existing
respiratory system disorders.

INGESTION: Gastrointestinal irritation, severe
nausea, CNS depression, blindness, collapse, coma,
and death. DO NOT TAKE INTERNALLY. FOR INDUSTRIAL USE
ONLY.

SKIN: Immediately flush with plenty of water while
removing contaminated clothing and shoes. Wash
affected area with plenty of soap and water. If
symptoms persist, obtain medical attention. Launder
clothing and clean shoes before reuse.

EYES: Immediately flush with plenty of water for at
least 15 minutes, retracting lids frequently. Obtain
immediate medical attention.

INHALATION: Remove to fresh air immediately. Give
oxygen or artificial respiration as needed. Obtain
immediate medical attention.

INGESTION: If conscious and alert, give water or milk
to drink to dilute stomach contents; DO NOT induce
vomiting. If spontaneous vomiting occurs, keep head
below hips to prevent aspiration, and give liquids
again. Obtain immediate medical attention. Never
attempt to give anything by mouth to an unconscious
or convulsing person.
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WCS 5175 CORROSION/SCALE INHIBITOR

CHEMICAL STABILITY....... Stable under normal storage conditions.

CONDITIONS OF REACTIVITY. Heat, sparks, flame, static electricity, all sources
of ignition, contact with incompatible materials.

INCOMPATIBLE MATERIALS... Strong oxidizing agents, strong acids, strong bases,

reactive metals such as aluminum and magnesium.
HAZARDOUS DECOMPOSITION Carbon dioxide, carbon monoxide.

PRODUCTS sw s imiss animes
HAZARDOUS POLYMERIZATION. Will not occur
POLYMERIZATION AVOID..... N/A

4t 1 2 2 2 & P -

LEAK AND SPILL PROCEDURES Wearing appropriate personal protection equipment,
shut off leak if safe to do so. Eliminate all sources
of ignition. Contain by diking with inert material
to prevent entering drains, sewers, surface or ground
waters, and soil. Using explosion-proof or hand
pump, pump large spills into DOT-approved waste
containers. Absorb residues and small spills with
inert material and sweep into DOT-approved waste
containers.

WASTE DISPOSAL........... Dispose of in accordance with applicable local, state
and federal regulations.

RESPIRATORY PROTECTION... If exposure exceeds PEL/TLV, use NIOSH/MSHA-approved
seélf-contained breathing apparatus.

VENTILATION. .......c0.... Special ventilation may be required if operating
conditions result in release of vapors exceeding
PEL/TLV.

PROTECTIVE GLOVES........ Impervious PVC-coated, rubber, or neoprene.

EYE PROTECTION. .: e s v Chemical splash goggles, with full face shield in high
exposure situations. DO NOT wear contact lenses.

OTHER PROTECTIVE Impervious apron or coveralls in high exposure

EQUIPMENT.....ccv0vuuans. situations, long sleeves, and boots. Safety shower,
eye wash fountain, and lavatory should be readily
available.

03/15/2007 sin





BIOCIDE 3750
MATERIAL SAFETY DATA SHEET

Date Prepared 11/24/10

SECTION 1. PRODUCT AND COMPANY INFORMATION

JACAM Chemical
205 S. Broadway
P.O. Box 96
Sterling, KS 67579

Emergency Phone Numbers:
FOR EMERGENCIES INVOLVING A SPILL, LEAK, FIRE, EXPOSURE OR ACCIDENT CONTACT:
CHEMTREC (800-424-9300 within the United States)

For Product or Company Information:
620-278-3355

EPA FIFRA Registration Number: 10324-70-49245

Chemical Name or Synonym:
BIOCIDE 3750

Product Class:
Quaternary Ammonium Compound

Product Use:

Surfactant
SECTION 2. COMPOSITION/INFORMATION ON INGREDIENTS
Ingredient CAS# Wit. %

Didecyl dimethyl ammonium chloride 7173-561-5 48 - 52

Ethanol 64-17-5 8-12

Water 7732-18-5 38-42

SECTION 3. HAZARDS IDENTIFICATION
Emergency Clear, colorless to straw colored liquid. Cormosive to the eyes, skin,
Overview gastrointestinal tract, and respiratory system.
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Potential Heaith Effects

Skin:

Eyes:
Inhalation:

Causes corrosive bums. Prolonged or repezted contact with this product may dry
and/or defat skin.

Causes burns and may resuit in permnanent injury to eyes including blindness
Mists and vapors can irritate the throat and respiratory tract. High vapor
concentrations may cause cenfral nervous system effects. May be fatal if inhaled.
Effects may include headaches, dizziness, drowsiness anesthetic and may have
other central nervous system effects.

ingestion: ingestion can cause gastrointestinal irritation, vomiting and diarrhea and even
death.

Chronic: Ingestion of ethanol by pregnant women can cause reproductive toxicity to the
fetus.

SECTION 4. FIRST AID MEASURES

Eyes: Immediately flush eyes with water for 15-20 minutes, while holding eyes apen.
Remove contact lenses, if present, after the first 5 minutes, then continue rinsing
eye. Call a poison control center or doctor for treatment advice

Skin or

Clothing: Take off contaminated clothing. Rinse skin immediately with plenty of water for

inhalation:

Ingestion:

Note to a
Physician:

15-20 minutes. Call a poison control center or doctor for reatment advice.

If symptoms are experienced, move victim to fresh air. If person is not breathing,
call 911 or an ambulance, then artificial respiration, preferable mouth-to-mouth if
possible. Call a poison control center or doctor for further treatment advice.

Call a2 poison control center or doctor immediately for treatment advice. Have
person sip a glass of water if able to swallow. Do not induce vomiting unless told
to do so by a poison control center or doctor. Do not give anything by mouth to
an unconscious person.

Probable mucosal damage may contraindicate the use of gastric lavage.

SECTION 5. FIRE FIGHTING MEASURES

Flash Point:

130°F (39.4°C) - Pensky Martin Closed Cup

Upper & Lower Flame

Limits: Not determined.

Extinguishing Media: Dry chemical, foam, carbon dioxide or water fog. Solid water streams
may spread burning licuid.

Fire Fighting

Equipment &

Instructions: Firefighters should wear full protective clothing including self-contained
breathing apparatus. Cool fire exposed containers with spray.
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Respiratory: If exposure limits are exceeded or if irritation is experienced, MSHA/NIOSH
approved respiratory protection should be womn. Ventilation and other forms of
engineering controls are often the preferred means for controlling chemical
exposures. Respiratory protection may be needed for non-routine or emergency
situations

General: Eye wash fountain and emergency showers are recommended.

The following ingredients have established exposure quidelines:

Ingredient Exposure Guideline Guideline Value

Ethanol ACGIH TWA (2002) 1000 ppm (TWA)

64-17-5 NIOSH Pocket Guide 1000 ppm (TWA); 1800 mg/m3 TWA
Alberta (Canada) 1000 ppm (TWA), 1250 ppm (STEL)
British Columbia, Manitoba, New 1000 ppm (TWA)
Brunswick, Ontario, Quebec {Canada)
Saskatchewan {Canada) 1880 mg/m® (TWA), 2350 mg/m® (STEL)
Yukon (Canada) 1000 ppm (TWA), 1000 ppm (STEL)
Mexico - Instruction No. 10 1000 ppm (TWA)

All TWAs are for an 8-hour period and all STELs are for 15 minutes unless specifically noted as being for another time period.

SECTION 8. PHYSICAL AND CHEMICAL PROPERTIES

Flash Point: 130°F (54.4°C) — Pensky Martin Closed Cup
Specific Gravity: 0.91-0984 (7.751bs/gal)

Percent Volatiles: 50% (weight %)

Vapor Pressure: Not Determined

VOC Content: 10%

Vapor Density: Not Determined

Viscosity: 20Csteps @ 25°C

Evaporation Rate: Butyl Acetate = 1, Not Determined

Pour Point: Not Determined

pH: 6 — 9 for 10% Aqueous Solution
Appearance and Odor: Clear, colorless to straw colored liquid with benzaldehyde (crganic) odor.

SECTION 10. STABILITY AND REACTIVITY

Chemical Stability: Material is stable.

Conditions to Avoid: Keep away from heat and strong oxidizing agents.

Incompatibilities: Strong oxidizing agents (may result in fire.), reducing agents

Hazardous Decomposition: Carbon monoxide, carbon dioxide and toxic hydrogen chloride
vapors.
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